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(d) Before construction is started, the
owner, operator, or builder must de-
velop plans indicating the proposed ar-
rangement and construction of the ves-
sel. This list of plans to be developed
and the required disposition of these
plans are set forth in § 169.305.

§ 169.222 Scope of inspection for cer-
tification.

Items normally included in an In-
spection for Certification are:

(a) Structure.
(b) Watertight integrity.
(c) Pressure vessels and appur-

tenances.
(d) Piping.
(e) Auxiliary machinery.
(f) Steering apparatus.
(g) Electrical installations.
(h) Lifesaving appliances.
(i) Navigation equipment.
(j) Fire detecting and extinguishing

systems.
(k) Pollution prevention equipment.
(l) Sanitary conditions.
(m) Fire hazards.
(n) Verification of valid certificates

issued by the Federal Communications
Commission.

(o) Lights and signals required by
navigation rules.

(p) Bilge and ballast systems.
(q) Rigging, yards, masts, spars, and

sails.

§ 169.223 Subsequent inspections for
certification.

An inspection for renewal of a certifi-
cate of inspection includes an inspec-
tion of the structure, machinery,
yards, spars, masts, rigging, sails, and
equipment. The inspection ensures that
the vessel is in satisfactory condition,
fit for the service intended and com-
plies with the applicable regulations in
this subchapter.

REINSPECTION

§ 169.225 When required.
At least one reinspection shall be

made on each sailing school vessel
holding a valid certificate of inspec-
tion. The inspection, when possible,
will be made between the tenth and
fourteenth month of the period for

which the certificate is valid. The
owner, operator, or master must con-
tact the OCMI to arrange for this in-
spection.

§ 169.227 Scope.

The scope of the reinspection is the
same as the inspection for certifi-
cation.

DRYDOCKING OR HAULING OUT

§ 169.229 Drydock examination and in-
ternal structural examination inter-
vals.

(a) Except as provided for in para-
graphs (b) through (e) of this section,
each vessel must undergo drydock and
internal structural examinations as
follows:

(1) Vessels that operate in salt water
must undergo two drydock and two in-
ternal stuctural examinations within
any five year period. No more than
three years may elapse between any
two examinations.

(2) Vessels that operate in fresh
water at least six months in every 12
month period since the last drydock
examination must undergo drydock
and internal structural examinations
at intervals not to exceed five years.

(b) Vessels with wooden hulls must
undergo two drydock and two internal
structural examinations within any
five year period regardless of the type
of water in which they operate. No
more than three years may elapse be-
tween any two examinations.

(c) If, during an internal structural
examination damage or deterioration
to the hull plating or structural mem-
bers is discovered, the Officer in
Charge, Marine Inspection, may re-
quire the vessel to be drydocked or oth-
erwise taken out of service to further
assess the extent of the damage and to
effect permanent repairs.

(d) Each vessel which has not met
with the applicable examination sched-
ules in paragraphs (a) through (c) of
this section because it is on a voyage,
must undergo the required examina-
tions upon completion of the voyage.
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(e) The Commandant (G–MOC) may
authorize extensions to the examina-
tion intervals specified in paragraphs
(a) and (b) of this section.

[CGD 84–024, 52 FR 39656, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988; CGD
95–072, 60 FR 50468, Sept. 29, 1995; CGD 96–041,
61 FR 50734, Sept. 27, 1996]

§ 169.231 Definitions relating to hull
examinations.

As used in the part—
(a) Drydock examination means haul-

ing out a vessel or placing a vessel in a
drydock or slipway for an examination
of all accessible parts of the vessel’s
underwater body and all through-hull
fittings, sea chests, sea valves, sea
strainers, and valves for the emergency
bilge suction.

(b) Internal structural examination
means an examination of the vessel
while afloat or in drydock and consists
of a complete examination of the ves-
sel’s main strength members, including
the major internal framing, the hull
plating, voids, and ballast tanks, but
not including cargo or fuel oil tanks.

[CGD 84–024, 52 FR 39656, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]

§ 169.233 Notice and plans required.

(a) The master, owner, operator, or
agent of the vessel shall notify the Of-
ficer in Charge, Marine Inspection,
whenever the vessel is to be drydocked
regardless of the reason for
drydocking.

(b) Each vessel, except barges, that
holds a Load Line Certificate must
have on board a plan showing the ves-
sel’s scantlings. This plan must be
made available to the Coast Guard ma-
rine inspector whenever the vessel un-
dergoes a drydock examination or in-
ternal structural examination or when-
ever repairs are made to the vessel’s
hull.

(c) Each barge that holds a Load Line
Certificate must have a plan showing
the barge’s scantlings. The plan need
not be maintained on board the barge
but must be made available to the
Coast Guard marine inspector when-
ever the barge undergoes a drydock ex-
amination or internal structural exam-

ination or whenever repairs are made
to the barge’s hull.

[CGD 84–024, 52 FR 39656, Oct. 23, 1987]

§ 169.234 Integral fuel oil tank exami-
nations.

(a) Each fuel oil tank with at least
one side integral to the vessel’s hull
and located within the hull (‘‘integral
fuel oil tank’’) is subject to inspection
as provided in this section. The owner
or operator of the vessel shall have the
tanks cleaned out and gas freed as nec-
essary to permit internal examination
of the tank or tanks designated by the
marine inspector. The owner or opera-
tor shall arrange for an examination of
the fuel tanks of each vessel during an
internal structural examination at in-
tervals not to exceed five years.

(b) Integral non-double-bottom fuel
oil tanks need not be cleaned out and
internally examined if the marine in-
spector is able to determine by exter-
nal examination that the general con-
dition of the tanks is satisfactory.

(c) Double-bottom fuel oil tanks on
vessels less than 10 years of age need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by external examination
that the general condition of the tanks
is satisfactory.

(d) All double-bottom fuel oil tanks
on vessels 10 years of age or older but
less than 15 years of age need not be
cleaned out and internally examined if
the marine inspector is able to deter-
mine by internal examination of at
least one forward double-bottom fuel
oil tank, and by external examination
of all other double-bottom fuel oil
tanks on the vessel, that the general
condition of the tanks is satisfactory.

(e) All double-bottom fuel oil tanks
on vessels 15 years of age or older need
not be cleaned out and internally ex-
amined if the marine inspector is able
to determine by internal examination
of at least one forward, one amidships,
and one aft double-bottom fuel oil
tank, and by external examination of
all other double-bottom fuel oil tanks
on the vessel, that the general condi-
tion of the tanks is satisfactory.

[CGD 84–024, 52 FR 39656, Oct. 23, 1987, as
amended at 53 FR 32232, Aug. 24, 1988]
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